
UTAH OIL AND GAS CONSERVATION COMMISSION

DATE FILED 1-20-82
LAND: FEE & PATENTED STATELEASENO. PUBLtCLEASENO U-43614 INDIAN
DRJLLINGAPPROVED: 1- -82

SPUDDED IN:

COMPLETED PUT TO PRODUCING:

INITIAL PRODUCTlON:

GRAVlTY A.P.L

GOR

PRODUCINGZONES

TOTALDEF TH:

WELL ELEY iTION:

DATE ABAP DONED:

FIELD:

UNIT:

COUNTY: DUCHESNE
WELLNO WILKINS RIDGE UNIT #1-4 API NO .43-013-30635

LOCATlON 2170 FT FROM g) (S) LINE, 2020 FT FROM(g (W) LlNE. NE SW v4 - v4 see 4

TWP RGE. SEC OPERATOR TWP RÉE. SEC. OPERATOR

108 17E 4 COTTON PETROLEUM



FoLrm
9-331 C SUBMIT IN T ATE* Form a ed.

(May im3) (Other instructions on Iludget au No. 42-R1425.

UN ITED STATES reverse side)

DEPARTMENT OF THE INTERlOR 5. I,MSE OFSimTIONMD WIM, NO.

GEOLOGICAL SURVEY U-43614
APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.FINDIAN,M.I.OTTEEORTEIBENAME

NA
la. TYl'E OF WORK

DRILLQ DEEPENO PLUG BACK O 7. UNIT AGltEEMENT NAME

b. TYPEOFWEI,L Wilkin Ridge Unit
F LL

ESLL
OTHER *

S CLE TOUNLTIPLE S. FARM OR LEASE NAME

2. NAME OF OPERATOR NA ¯

COTTONPETROLEUMCORPORATIOli "3o 3- gy - 22 3 3
9. WELL NO.

3. ADDRESS OF OPERATOR - •

717 17th St. Suite 2200, Denver, Color 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (RepOrt IOCatÎOn clearly and in accordance wit e t Undesignated
At surface

11. SEC., T., R., M., OR BLK.2170' FSL & 2020' FWL Section 4 AND SURVEY OR AREA

At proposed prod. zone
Section 4-T10S-R17E NESW

14. DisTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTT OR PARISH 13. STATE

DMSIONOF Duchesne Utah
1Õ. DISTANCE FROM PROPOSED* 1 I 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST g . TO THIS WELL
PROPEETY OR LEASE LINE, FT.
(Also to nearest drlg. unit line, if any) 1997.56 640

18. DisTANCE FRO31 PROTOBED LOCATION* ]Û. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, CONIPLETED,
OR APPLIED FOR, ON THIS LEASE, " NA 9200' Rotary

21. ELEVATIoNs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5596' GR
23.

• PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

17 1/2" 13 3/8" 48# 200' 150 sxs, circ to surface
12 1/4" 8 5/8" 24# 3000' 900 sxs
7 7/8" 4 1/2" 11.6# & 10.5# 9200' 2000 sxs in 2 stages

Drill 9200' Mesaverde test. Drill 17-1/2" surface hole to 200' w/native wtr to clean
hole, set 200' of 13-3/8" surface casing and cement to surface. WOC12 hrs. Pressure
test casing & BOP to 70% of casing yield, 1211 psig, before drilling out cement. Test
BOP operation daily & record. Drill 12-1/4" intermediate hole to 3000', w/native wtr
to clean hole, set 3000' of 8-5/8" intermediate casing & cement w/900 sxs of cement,
(calculate on 2800' of fill). WOC12 hrs. Drill out w/7-7/8" bit to 9200', using brine
wtr from 3000'-4500', & a polymer brine wtr from 4500'-9200'. MWwill be 8.5 tõi9.5 ppg.
Evaluate well by sample analysis & electric logs. Run 4-1/2" csg if a commeŸcialpell is
expected.
Cotton Petroleum is also requesting by this application, right-of-way to use exifting
road shown on Attachment 2.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

se TITLE DiViSion Production Manager DATE

(This space for Federal or Sta e office use)
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E
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TITL iS Ct S Supervisor DAT
CONDITIONS OF APPROVAL, IF ANY :

NOTICEOF APPROVAL CONDITIONS OF APPROVAL ATTACHED INGO¢
TO OPERATOR'S COPY oATED



îdentification CER/EA No. 055-82

United States Department of the Interior

Geological Survey
2000 Administration Bldg.

1745 west 1700 South

Salt Lake City, Utah 84104
i

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION

Operator Cotton Petroleum Corvoratiop

Project Type Gas Well

Project Location 2170' FSL & 2020' FWL - Sec. 4, T. 10S, R. 17E

Well No. 1-4 Lease No. U-43614

Date Project Submitted November 16, 1981

FIELD INSPECTION Date December 1, 1981

Field Inspection
Participants Greg Darlington - USGS, Vernal

Gary Slagel - BLM, Vernal

Dusty Mecham - Cotton Petroleum

Floyd Murray and Allen Lee - D. E. Casada

Jim Hacking - Skewes construction

Daniel Stubbs - Stubbs Construction

Related Environmental Documents: Unit Resource Analysis, Duchesne Planning

Unit, BLM, Vernal

I have reviewed the proposal in accordance with the categorical exclusion review

guidelines. This proposal would agt inválve any significant effects and, there-

fore, does not represent an exception to the categorical excîusions.

Date Prepared 2 VEnvironmËntalScientist

I concur
DEC10 1981 ¿y

Fo" ¿y¶$ assuPs

Date
District



PROPOSED ACTIONS:

Cotton Petroleum Corporation plans to drill the Wilkin Ridge Unit

Well #1-4, a 9200' gas and oil test of various formations. About 1300' of

new access road including a low water crossing of a large wash will be re-

quired. About one mile of existing jeep road will also be upgraded to

reach regularly maintained existing roads. An area of operations 320' x

350' is requested for the location.

RECOMMENDED APPROVAL CONDITIONS:

The operator agrees to accept and adhere to the following conditions in

addition to the plans outlined in the APD:

1. BLM stipulations;

2. lease stipulations; and

3. provide adequate logs for the identification of other minerals as
requested in the Mineral Evaluation Report and Mining



F1ELD NOTES SHEET

Date of Field Inspection:

Well No.:
e

Lease No.:
V- †5 / y

Approve Location: se

Approve Access Road: oA fafy w er cr s ce .

Modify Location or Access Road: ce..ss rosÅÝojo Aire.« o ( ye aÂ

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety
2. Unique Characteristics
3. Environmentally Controversial Items
4. Uncertain and Unknown Risks
5. Establishes Precedents .

6. Cumulatively Significant
7. National Register Historic Places
8. Endangered/Threatened Species
9. Violate Federal, State, Local, or Tribal Laws

If this project.is not eligib.1e for Categorical Exclusion circle the numbers of

the above criteria requiring the preparation of an EA.

Comments and special conditions of approval discussed at onsite: (include local

topography) (200 }/000
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CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1, Surface ManagementAgency Input .

2. Reviews Reports, or information received from Geological Survey

.(Conservation Division, GeoTogical Division, Water Resource Division,

Topographic Division}

a. Lease stipufations/Terms

4. AppTication Permit to Orill

S. Operator Correspondence

6. Field Observation

7. Private Rehabilitation Agreement .

e

o

e

e

a

e

e,

e
e

e



n ents

HYDAIL

RAM

o o Screwed

RAM
Connections
beyond this

FLOW

M PUMPS
TO FLARE

TO PIT

KILL LINE CHOKE LINE
Valve el - Flanged check valve Valve :4 & 5 -- Flanged minimum 2"bore full

Fult working pressure working pressure of BOP
of BOP (Note: An HCR can be used

'

Valves :2 & 3- F ianged, minimum 2" bore instead of Valve 45)
Fu!! working pressure of BOP

GENERAL RULES AND RECOMMENDATIONS

1. Test Ramsto fult working pressure, Hydril to 50% of working pressure.
2. All lines to manifold are to be at right angles (900). No 450 angles are to be used. Blirid fianges are tobe used

for blar3king.
3 ALL studs and nuts are to be installed on all flanges.
4. Choke manifold may be screwed connections behind chokes. ATT ACH ME NT



WILKENRIDGE UNIT 1-4
UULTI-POIÑT REQUIREMENTS

13 POINT PLAN

1. Existing Roads:

a. The locations of the proposed well site is shown on attachment 2.
The details of the staked location are shown on attachment 5.

b. The route to the proposed location is shown on attachment 2,
with a written description on attachment 3.

c. The access road is highlighted on attachment 2.

d. This is a wildcat well, therefore, to the best of our knowledge,
all existing roads within 3 miles of the location, are shown on
attachment 2.

e. This is a wildcat well, therefore "e" is not applicable.

f. The existing roads are graded and capable of full load capacity, and
will not require any additional preparation for drilling operations.
Road maintenance (grading)will be performed as required.

2. Planned access roads:

a. The proposed access road will be centerline flagged, approximately
6900' in length, single lane, and 16' in width.

b. Maximum grade will be less than 10%.

c. Six turnouts will be constructed at locations shown on attachment 2,
with less than 1000' between turnouts.

d. A drainage ditch will be constructed on t_he uphill side with a 4:1
slope; with diversions away from the road or as required on the down-
hill side, where the slope exceeds 2%.

e. Culverts will not be required.

f. All surface material will be local soil and rock.

g. Gates, cattleauards, and fence cuts are not required.

3.. Location of existing wells:

Attachment 4 shows the location and type of wells located within 2 miles
of the proposed location.

4. Location of existing and/or proposed facilities:

a. There are not any batteries, production facilities, oil or gas gathering
lines, injection lines or disposal lines owned or controlled by the
lessee/operator within 1 mile of this proposed



ti-Foint Requi reme age 2

b. The proposed facilities for this proposed well consist of two (2)
400 bbl tanks, and a production unit with meter run, as shown on
attachment 5.

c. The disturbed areas, no longer needed for operations after con-
struction is completed, will be rehabilitated consistant with BLM
requirements.

5. Location and Type of Water Supply:

a. Water for drilling this proposed well, will be supplied by a private
water well in the town of Myton.

b. The water will be hauled to location by truck, over the access roads
shown on attachment 2.

6. Source of Construction Materials:

All roads or location material will be found on location, which is on
BLMTand.

7. Methods for Handling Waste Disposal:

a. Well cutting will be disposed in the reserve pit.

b. Drilling fluids will be contained in the reserve pit, and allowed to
dry, if the pit has not dryed out in 6 months, the remaining fluid will
be trucked away.

c. Produced water will be disposed of in accordance with the NTL-28
regulations.

d. Sewage will be collected in sanitary toilët facilities, with human
wastes being buried in a pit with a minumum coverage of 4'.

e. Gàrbage and other waste material will be collected in metal trash bins
and hauled away to an approved landfill.

f. If the well is productive, maintenance waste will be collected in trash
cans and hauled away periödically. The well site will be properly
cleaned up after the drilling rig has moved out.

8. Ancillar.y Facilities:

Temporar.y living trailers will be Tocated on the.east edge of the well pad.
This will include trailers for the rig tool pusher, consulting engineer, and
the mud logging trailer.

9. Well Site Layout:

a. Attachment 6 shows the cross section of the drill pad showing cuts and
fills. The mat size is 350 x 320.

b. Attachment 5 shows the proposed locations of the reserve and burn pit.s, and
soil stockpiles. Also shown is the approximate proposed locations for the
mud tanks, pipe racks and trash bins. Reserve pit.is 120 x 12.0, joining
pad on the



M lti-Point Requirede t Page 3

c. The rig orientation, parking areas and access road is also shown on
attachement 5.

d. The pits will be unlined, unless required by the U.S.G.S.

10. Restoration of Surface:

a. The pits will be back filled and re-contoured as soon as drying permits.
ATTwaste that was no previously disposed of, will be removed. Liquid
waste will be trucked away.

b. The surface will be rehabilitated and re-vegetated according to BLM
regulations.

c. The mud pit will be fenced on 3 sides during drilling operations, and on
the 4th side after the rig is released. All other pits will be fenced
with small mesh wire on 4 sides.

d. Overhead flagging will be installed on the mud pit if the pit gets covered
with oil.

e. Rehabilitation operations will start after production is established, or
the well is P & A'd, and will be completed within 6 months.

11. Other Information:

a. Topography - Land is gently sloping to the north as shown by the
topographic map in Attachment.

b. Soil - The soil is very shallow, rocky top soil.

c. Vegetation - The vegetation is generally sparse and consists primarily of
native grasses. Wildlife in the area is that typical of semi-arid land,
which includes coyotes, rabbits, rodents, reptiles, and quail. The area
will be re-seeded after drilling is completed.

d. Ponds and Streams - There are not any ponds or streams near the location.

e. Residences and.0ther Structures - There are no buildings of any t.ype within
a radius of 2 mifes of the proposed well.

f. Effective on Environment.- Drillsite is located in low environmental risk
area. A total effect in drilling and producing this and other wells in
this area would be minimal.

g. Surface Use - Grazing and Hunting.

h. Surface Ownership - The proposed drillsite is on BLMcontrolled Federal
surface. All proposed roads are on BLMcontrolled Federal surface.

i. Open Pits - All pits containing mud or other liquids will be fenced.
Reserve pits will be fenced on 3 sides during drilling and the 4th side



Multi-Point Requiremeni Page 4

j. Well Signs - Signs identifying and locating the well will be maintained
at drilisite commencing with the spudding of the well.

12. Operator's Representatives:

Field personnel who can be contacted concerning compliance with the Multi-
Point Requirements, 13 Point Plan are as follows:

Dusty Mecham
Vernal, Utah '

HomePhone: (801) 789-0489
Office Phone: (801) 789-4728

D.E. Wood
Denver, Colorado
Home Phone: (303) 773-2722
Office Phone: (303) 893-2233

Glenn Garvey
Denver, Colorado
Home Phone: (303) 979-3714
Office Phone: (303) 893-2233

13. Certification:

I hereby certify that I, or persons under by direct supervision, have inspected
the .drillsite and access route; that I am familiar with the conditions which
presently exist; that the statements made in this plap are, to the best of my
knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed by Cotton Petroleum Corporation, and subcon-
tractors in conformity with this plan and the terms and conditions under which
it is approved.

D.E. Wood
Divison Production Manager





ATTACHMENTNo.3

ROUTETO WILKENRIDGE UNIT 1-4

Take Highway 216, 13 miles Southeast of Myton, Utah, to the Castle
Peak Mine Area, located in Section 4, Township 9 South, Range 17 East.
Turn to the right, this road travels towards Snyder Reservoir in Crow
Knoll. Continue on this road 6.3 miles to the top of Crow Knoll, turn
right which is to the west, and travel approximately 6900' to the .location.

ATTACHMENT
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September 8, 1981

District Engineer
USGS
1745 W. 1700 S.
Suite 2000
Salt Lake City, Utah 84104

Re: Wilken Ridge Unit Federal 1-4
NESWSec 4-T105 -kl7E

, Duchesne County, Utah
NTL-6 Information for APD

Dear Sir:

1. Surface Formation: Tertiary/Uintah

2. Estimated Tops: Uintah Surface
Green River 1100'
Garden Gulch 3100'
Douglas Creek Mbr. 3910'
Lower Green River Mbr. (+ 450) 5170'
Wasatch 5370'
Mesaverde 8600'
TD 9200'

3. Estimated Depth of Fluids or Hydrocarbons:

a. Surface Waters: Above 500'
b. Green River: Oil & Gas
c. Wasatch: Gas & Condensate
d. Mesaverde: Gas & Condensate

4. Surface Casing: Approximately 200' of 13-3/8", H-40,48#, new,cemented
with 150 sacks regular cement plus lost circulation
material and calcium chloride, circulated to surface.

Intermediate Casing: Approximately 3000' of 8-5/8", H-40, 24#, new cemented
with 900 sacks of regular cement plus lost circulation
material and CaCl, run cement from 3000', back to bottom
of surface pipe.

Long String of Casing: 4-1/2", 10.5#, and 11.6#, K55, new,cemented with 2000
sacks Poz mix cement with thinner/retarder, fluid loss
and lost circulation additives, in two stages: stage 1
will cover from TD to 5000' with 1200 sxs,stage two will
cover the entire Green River from 5000 to 3000' with 200
sxs, DV tool at



5. Blow out preventer ( e a ttaclynent #1 ):
a. 30000 W.P., 6000 test series, 900 casing head and ram blowout preventer.
b. Nominal 10" casing head and blow-out preventer with 10" flanges.
c. See Attachment il for 2" fill-up flare line hookup.
d. Pressure test wellhead, biow-out preventer, and-surface casing to 70% of

casing yield, 1211 psië, for .30 minutes with maximum 100 psig loss of
pressure prior to drilling out from under surface casing.

e. Test operated pipe rams once each twenty-four hours and both pipe rams
and blind rams each trip out of hole, and record on driller's tour report.

6. Drilling Fluid:

a. Surface ho1e: Native brine.water, wt 8.5-8.6, vis 30-35
b. Under surface to 4500': Brine water, wt 9.0-9.5, vis 32-38
c. 45005-9800': Brine water with additives to obtain the following properties;

wt 9.0-9.4, vis 32-38, wi 5-15 cc
d. 400 barrel steel surface pits
e. No formation gradient higher than 0.45 psi per foot is expected

7. Auxiliary Equipment: At top of Wasatch, the following equioment will be installed:

a. Rotating Head
b. Stabbing sub and full opening valve on the floor

8. Test Logging:

All potential reservoirs listed in "3" above will have drill cuttings and
mudexamined by a wellsite geologist for shows of oî1 and gas. An electric
logging program of GR, DLL w/linear correlation, GR, CNL-FDCwill be run
for depth control of all formation, porosity, and saturation determinations.
Completion attempt will be made in the Wasatch with a fracture stimulation.

9. Pressures and Temperatures:

No abnormal pressures or temperatures have been encountered in nearby wells.
No hydrogen sulfide has been found in daily mud checks or produced fluids.

10. The weil will be started on approximately 01101-82, and will require six
weeks for drilling plus required time for evaluation of potential reservoirs
(testing, logging) and any difficulties encountered by the drilling rig.

Sincerely,

COTTONPETROLEUMCORPORATION

D.E. Wood
Division Production Manager

DEW/vl









January 29, 1982

Cotton Petroleum Corporation
717 17th Street Suite 2200
Denver, Colorado 80202

RE: Well No. Wilken Ridge Unit #1-4
Soc. 4, T. 108, R. 17E
Duchesne County, Utah

Insofar as this office is concerned, approval to drill the above referred to gas
well is hereby granted in accordance with Section 40-6-11, Utah Code Annotated 1953;
and predicated on Rule A-3, General Rules and Regulations and Rules of Practice and
Procedure.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

CLEON B. PEIGHT - Director
Office: 533-5771
Home: 466-4455

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours after
drilling operations commence, and that the drilling contractor and rig number be
identified.

The API number assigned to this well is 43-013•30835.

Sincerely,

DIVISION OF OIL, GAS AND MINING

Cleon B. Feight
Director

CBPfas
Encl.
cc:



Oil and Gas Operations
2000 Administration Building

1745 West 1700 South
Salt Lake City, Utah 84104

January 3, 1983

Cotton Petroleum Corporation
717-17th Street, Suite 2200
Denver, Colorado 80202

Re: Rescind Application for Permit to
Drill
Well No. 1-4
Section 4, T.108., R.17E.
Duchesne County, Utah
Lease U-43614

Centlemen:

The Application for Permit to Drill the referenced well was approved on
December 15, 1981. Since that date no known activity has transpired at
the approved location. Under District policy, applications for permit
to drill are effective for a period of one year. In view of the fore8oing
this office is rescinding the approval of the referenced application
without prejudica. If you intend to drill at this location at a future
date, a new application for permit to drill must be submitted.

This office requires a letter confirming that no surface disturbance has
been made for this drill site. Any surface disturbance associated with
the approved location of the well will be rehabilitated. A achedule for
this rehabilitation must then be submitted to this office. Your,coopera-
tion in this matter b appreciated.

Sincerely,
(ORIG. SGD.) W. P. MARTENS
Drilling Unit Supervisor

E. W. Guynn
District Oil and Gas Supervisor

bec: SMA
State O&G
State BLM
Vernal
Well File
APD Control



January 5, 1983

Cotton Petroleum Corporation
717 - 17th Street, Suite 3200
Denver, Colorado 80202

RE: Application for Permit to Drill
Well No. 1-4
Sec. 4, T.10S, R.17E
Duchesne County, Utah

Gentlemen:

Approval of Application for Permit to Dril1 the above referenced
well is rescinded without prejudice as of the above date in concert
with action taken by Minerals Management Service.

If you intend to drill this location at a future date, a new
application for permit to drill may be submitted for State approval.

Sincerely,

Norm Stout
Administrative Assistant
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